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FOR VENEER PLASTER

“CANCELS: NEW
DATE:

Core Formula (Lbs/MSF) Long Beach Antioch Seattle

f

Jacksonville :
Rosario & Delonco

Board Stucco {$-1, 5-2) 1400/1550 1400/1500  1400/1550  1425/1575  1425/1575

Glass Fiber 636 (8G-1)  7.7-8.2  7.7-8.2  7.7-8.2
Paper Fiber {BG-1) 10-12 13-15 10-12
Vermiculite Ore (RM-B28)  70-75 70-75 70-75
Starch (BG-1) 710 7-10. 7-10
Core Foaming Agent: ,
0.§-33
Resin (BG-1) — -- 95m229
ALS (8G 1) 0.2-1.7 - -
AAS (BG-1) - 1.0 --
Lignin none none none
Ground Gypsum (BG-1) - Tee— -
End Trim (8G-1) 20-35 _-E'-E 20-35

Ho
Potassium Sulfate (BG-1)  0.5-2.0 =320 0.5-3.0

Hydrated Lime (BG-1) 0-0.5 0-0.5 0-0.5
Retarder Rosario (BG-1} -- i __
base

7.7-8.2 7.7-8.2
13-15 13-15
70-75 70-75

7-10 7-10

none none
none -~
none 20-35
none 0.5-2.0
0-0.5 0-0.5
0-0.75 -

Paper Liners = Coreboard paper for 4 ft. wide loth on both sides. (RM-BL A,B,C) Faper
Tiners shall be Tun on the board machine with the felt side of the paper to

the core on face and back of gypsum veneer base, This is

normally the out-

side of the paper as rolled. Paper shdll be free from quick saturation poinis,
NOTE: Formula is based on U.L, Label Procedure R3543, Section 3.
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